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EXT THREAD
M10x1.50 W/NUT
14mm thread length

4 wire cable
length 1 meter -no connector
SHIELDING -braided shield with PUR JACKET
O.D. ~5MM

metal crimp to protect
and hold wire in place

5MM HEX SOCKET TO HOLD SHAFT WHILE 
INSTALLING.

indented 
red line to 
indicate load
direction

NOTES:
LOAD CELL FULL BRIDGE (SEMI-CONDUCTOR)
EXCITATION: 5.5VDC
OUTPUT ~16MV/V  (180 DEG WRAP)
LOAD RATING: 25N 
LOAD DIRECTION: DOWN, AS SHOWN
RECOMMENDED TORQUE ON NUT: 20 Nm
TORQUE HELD BY FRONT BOLT (to position): 20 Nm 
BEARINGS: SKF 61902-2Z (SHIELDED)
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ALL DIMENSIONS INCH
 UNLESS OTHERWISE SPECIFIED

METRIC TOLERANCES PER
ISO 2768-f

DEBURR AND BREAK ALL SHARP EDGES

UOS: .00 =  .01
UOS: .000 =  .005
UOS: .0000 =  .0005
UOS:  DRAFT ANGLE = 3  
UOS:  ANGULAR: =  1/2  
UOS:  FRACTIONAL: =  1/64
UOS:  FINISH = AS SHOWN

N-Series Micro 
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